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[bookmark: _Toc455504139][bookmark: _Toc481503677][bookmark: _Toc527985141][bookmark: _Toc19024834][bookmark: _Toc93936194]1	Scope
The present document studies potential improvements on the NFV architecture or information model for providing an increased richness of VNF deployment options and, therefore, a higher VNF deployment flexibility.
The study analyses use cases and the limitations that arise with the current information model in relation to them. It studies possible solutions to address the use cases and provides a set of recommendations on enhancements of the NFV specifications.
[bookmark: _Toc455504140][bookmark: _Toc481503678][bookmark: _Toc527985142][bookmark: _Toc19024835][bookmark: _Toc93936195]2	References
[bookmark: _Toc455504141][bookmark: _Toc481503679][bookmark: _Toc527985143][bookmark: _Toc19024836][bookmark: _Toc93936196]2.1	Normative references
Normative references are not applicable in the present document.
[bookmark: _Toc455504142][bookmark: _Toc481503680][bookmark: _Toc527985144][bookmark: _Toc19024837][bookmark: _Toc93936197]2.2	Informative references
References are either specific (identified by date of publication and/or edition number or version number) or non‑specific. For specific references, only the cited version applies. For non-specific references, the latest version of the referenced document (including any amendments) applies.
NOTE:	While any hyperlinks included in this clause were valid at the time of publication, ETSI cannot guarantee their long term validity.
The following referenced documents are not necessary for the application of the present document but they assist the user with regard to a particular subject area.
[i.1]	<Standard Organization acronym> <document number><version number/date of publication>: "<Title>".
[i.2]	etc.
[bookmark: _Toc451532925][bookmark: _Toc527985145][bookmark: _Toc19024838][bookmark: _Toc93936198]3	Definition of terms, symbols and abbreviations
[bookmark: _Toc451532926][bookmark: _Toc527985146][bookmark: _Toc19024839][bookmark: _Toc93936199]3.1	Terms
For the purposes of the present document, the [following] terms [given in ... and the following] apply:
 

[bookmark: _Toc455504146][bookmark: _Toc481503684][bookmark: _Toc527985148][bookmark: _Toc19024841][bookmark: _Toc93936200]3.2	Abbreviations
For the purposes of the present document, the [following] abbreviations [given in ... and the following] apply:

[bookmark: _Toc455504147][bookmark: _Toc481503685][bookmark: _Toc527985149][bookmark: _Toc19024842][bookmark: _Toc93936201]4	Overview
[bookmark: _Toc455504148][bookmark: _Toc481503686][bookmark: _Toc527985150][bookmark: _Toc19024843][bookmark: _Toc93936202]4.1	Introduction
With the use of VNF deployment flavours a VNFD can be designed to support different deployment requirements and avoid the need to create multiple VNF packages. 
In particular, deployment flavours can properly address different sizes of the VNF (e.g. different VNFC scaling ranges or use of VDUs of different capacity) for a set of deployment scenarios with different needs.
Deployment flavours can also be well suited to address a small number of variations of topology. For example, a VNF might support a high availability configuration described in one flavour and a basic configuration without high availability described in another flavour. Eventually, the deployment flavour describing the high availability mode can include some VNFCs not included in the other deployment flavour.
In the general case, topology variations are orthogonal to size related requirements, i.e. scaling ranges or VDU size related attributes. Thus, if a VNFD uses deployment flavours to address topology variations and also size related variations the number of necessary deployment flavours to address all possible deployment scenarios can easily become very large.
In these circumstances, when the number of deployment variations that a VNF is expected to support explodes, deployment flavours become unsuitable to describe them.
This occurs more and more often with the advent of cloud native VNFs consisting of reusable microservices. The same microservice can be used by different functions and thus it is possible that one VNF implement a number of functions, as they all may use common microservices. Different deployments would then select different combination of functions and the number of possible combinations grows exponentially with the number of functions included in the VNF.
Moreover, for a particular VDU, whether VM based or container based, different deployments can have different needs, for example in terms of memory size or number of cpus, in order to optimize its usage. While different deployment flavours could be defined to cater for a reduced number of values sets, it becomes prohibitive if the number of possible values sets increases, especially if the configurations of the VDUs are independent of each other.
[bookmark: _Toc93936203]4.2	Objectives
The objective of the present document is to study how to enable the parameterization of VNF deployment flavours in order to reduce the number that a VNFD needs to specify, in particular:
· study how to enable the selection of which VDUs to enable for a particular VNF
· study how to enable specific value parameterization for a defined selection
· study the impacts on the granting processes
· study the impacts of the parameterized deployment of a VNF on the VNF lifecycle and the operations that can be done on said VNF 
· study the relation of the selection and value parameterization with the parameterization of the cloud native templates
· study the impacts at the NS, e.g., impact for other VNFs and definition of NS.
The study analyses potential enhancements in:
· the VNFD and NSD 
· VNF LCM, lifecycle granting and NS LCM interfaces
· functional behaviour
in order to support the objectives listed above.


[bookmark: _Toc93936204]5	Use cases
Editor’s note: this clause describes use cases that benefit from a more flexible VNF deployment, in other words, from a higher degree of parameterization in the VNF instantiation operation than what is currently supported. The use cases described in the feature proposal in NFV(21)000139r1 are potential examples. 
While the focus is on VNF instantiation, use cases that affect other aspects of the VNF life-cycle may also be considered.
[bookmark: _Toc93936205]5.1	General
[bookmark: _Toc93936206]5.2 	Bundling of multiple network functions in a VNF
A VNF vendor implements various network functions using a set of microservices or software modules, where the same microservice is used by multiple network functions. Thus, it decides to bundle these network functions in the same VNF. At deployment time the service provider will determine which of the network functions will  be enabled and which not.
The VNF “ComboVnf” implements six network functions: NF1-NF6.
NF1 is a basic or supporting function and is always enabled when the VNF is deployed.
The rest of the NFs are optional functions. Whether they are enabled or not in a particular deployment depends on the particular service provider scenario.
The NFs are composed of VDUs as shown in the following table:

	NF1
	VDU-A, VDU-B

	[bookmark: _Hlk89768595]NF2
	VDU-C, VDU-D

	NF3
	VDU-C, VDU-E

	NF4
	VDU-F, VDU-G

	NF5
	VDU-H

	NF6
	VDU-I, VDU-J


 
Given the large number of different NF combinations, e.g. (NF1, NF2, NF3), (NF1, NF6), (NF1, NF2, NF3, NF4, NF5, NF6), etc., the VNF vendor specifies the NF composition in the VNFD as VDU groups and allows the selection of which of the NFs are enabled in a particular deployment. NF1 is indicated as not selectable, as it  is mandatory.

The VNFD defines one single deployment flavour where all VDUs participate. The scaling ranges defined in the deployment flavour for every scaling aspects are able to cater for all deployment scenarios. 

Deployment

Static selection (NS descriptor based):

A service provider creates a NSD that includes ComboVnf in a configuration that uses NF2, NF5 and NF6. This additional VNF information related to the NF selection will be included in the NSD.

When instantiating the ComboVnf, as a result of an NS LCM operation, the information about selected NFs (NF2, NF5 and NF6) will be included in the Instantiate VNF operation in Or-Vnfm. It is not necessary to indicate NF1 as this is a mandatory function.

The VNFCs corresponding to VDU-A, VDU-B, VDU-C, VDU-D, VDU-H, VDU-I and VDU-J will be instantiated.

Dynamic selection (interface based):

A service provider creates a NSD that includes ComboVnf without specifying which NFs will be enabled.

When invoking an NS LCM operation that will trigger the instantiation of ComboVnf, OSS/BSS will provide the information of which NFs are required, e.g. NF2, NF5 and NF6, via Os-Ma-Nfvo NS LCM interface parameters.

NFVO will invoke the Instantiate VNF operation in Or-Vnfm providing the information about selected NFs (NF2, NF5 and NF6).

The VNFCs corresponding to VDU-A, VDU-B, VDU-C, VDU-D, VDU-H, VDU-I and VDU-J will be instantiated.

Change of selection 

During VNF lifecycle the service provider decides to start using NF3. OSS/BSS sends an NS update operation including an updated NF selection for ComboVnf, this time consisting of NF3, NF2, NF5 and NF6. OSS/BSS optionally includes information about the desired scale level.

NFVO compares the new selection with the current one and determines that  VDU-E is part of NF3 but is currently not enabled. NFVO issues a VNF LCM operation (e.g. a new update VNF operation) towards the VNFM to indicate the new selection.

The VNFCs corresponding to  VDU-E are instantiated.  The number of created instances is based on the scale level information provided in the NS Update operation or, if none provided, on the current instantiation level of the VNF.

[bookmark: _Toc93936207]5.3n 	Parameterizable VDUs Use case UCn: <use case slogan>
The Vnf  “FlexSizeComponent” consists of 4 VDUs: VDU-A, VDU-B, VDU-C and VDU-D.

VDU-A includes a virtual block storage. The VNF implements several end-user services. One of the end-user services uses a significant amount of storage in comparison with the rest. Therefore,  in deployment scenarios where this particular end-user service is enabled, it is beneficial to create the virtual block storage of VDU-A with a larger size than in all other cases. 

This end-user service, however, does not impose any particular demands on the number of cpus or memory size of VDU-A, nor on other VDUs in the VNF.

For this purpose, the VNF vendor defines the ‘sizeOfStorage’ attribute of  BlockStorageData in VDU-A in the VNFD as a configurable attribute:

	Configurable attribute “VDU A block storage size”

	Allowed values: [10 GiB .. 100 Gib] (in 10 GiB increments)



A configurable attribute is thus an attribute whose value will be determined at run-time instead of having a hardcoded value in the VNFD. However, if desired, the VNFD includes a default value.

Furthermore, VDU-B and VDU-C describe the VNFCs in charge of carrying out the heavier processing tasks of the VNF. The performance vs. resource utilization, i.e. costs, of the VNF can be optimized for different deployment scenarios by selecting one of three predefined sets of values for the number of cpus and memory size of these two VDUs.  

  


For this purpose, the VNFD specifies a configurable attribute set with three predefined options:

	Configurable attribute set “VNF processing”

	Option 1
 
	VDU-B numVirtualCpu: 1, virtualMemSize: 512 MiB

	
	VDU-C numVirtualCpu: 2, virtualMemSize: 512 MiB

	Option 2

	VDU-B numVirtualCpu: 4, virtualMemSize: 1024 MiB

	
	VDU-C numVirtualCpu: 4, virtualMemSize: 1024 MiB

	Option 3

	VDU-B numVirtualCpu: 4, virtualMemSize: 1024 MiB

	
	VDU-C numVirtualCpu: 8, virtualMemSize: 4096 MiB



A configurable attribute set is a list of options of predefined values for a set of attributes, usually that have some correlation among them. One of the options will be selected at run-time. If desired, a default option is included in the VNFD.

It can be noted that the “VDU A block storage size” configurable attribute and the “VNF processing” configurable attribute set are independent, i.e. any of the allowed values in the “VDU A block storage size” configurable attribute  can be combined with any of the options in the “VNF processing” configurable attribute set.

VDU-D will use the same number of cpus, same memory size and same storage size in all deployment scenarios.

The VNFD defines furthermore three deployment flavours: “small”, “large” and “large with high availability”. Different scaling ranges differentiate the ‘small” from the “large” and “large with high availability” flavours. The latter one in addition has a different topology which adds some functional redundancy and eliminates single points of failures.

All four VDUs participate in the three deployment flavours. The configurable attribute and the configurable attribute set are applicable to all three flavours.

Deployment

A service provider creates a NSD that includes the FlexSizeComponent VNFD.

When invoking an NS LCM operation that will trigger the instantiation of the FlexSizeComponent VNF, OSS/BSS will indicate the selected value of the  “VDU A block storage size” configurable attribute and the selected option for “VNF processing” configurable attribute set.

NFVO will invoke the Instantiate VNF operation in Or-Vnfm providing the information about selected values for the configurable attribute and attribute set for VDU-A, VDU-B and VDU-C.

The VNFCs corresponding to VDU-A, VDU-B and VDU-C  will be instantiated according to the selected options. The VNFCs corresponding to VDU-D will be instantiated according to the attribute values hardcoded in the VNFD.

Change of selection

During the VNF lifecycle the service provider activates the end-user service that has high storage consumption. In order to adapt the available storage to the service needs, OSS/BSS sends an NS Update operation including a new selected value for the “VDU A block storage size”. 

NFVO issues a VNF LCM operation towards the VNFM to indicate the new selection. 
NOTE: the VNF LCM interface does not currently provide an operation enabling this procedure.

[bookmark: _Toc93936208]6	Operational aspects
Editor’s note: this clause analyzes which implications the increased number of deployment scenarios for a particular VNF may have in the required testing.


[bookmark: _Toc93936209]7	Potential solution and enhancements  

Editor’s note: this clause describes potential solutions for resolving the shortcoming identified in clause 5 and what are the required enhancements in the current model (e.g. descriptors, interfaces, etc.) to realize such solutions.

[bookmark: _Toc93936210]8	Recommendations
(Unused sublcauses will be deleted).
Editor’s note: this clause lists a set of recommendations to define normative requirements in order to develop the preferred solution.
[bookmark: _Toc93936211]8.1	General recommendations
[bookmark: _Toc93936212]8.2 	Recommendations on functional behaviour
[bookmark: _Toc93936213]8.3 	Recommendations on descriptors
[bookmark: _Toc93936214]8.4 	Recommendations on interfaces
[bookmark: _Toc93936215]8.5	Security related recommendations
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