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Intellectual Property Rights

This clause is always the first unnumbered clause.

IPRs essential or potentially essential to the present document may have been declared to ETSI. The information pertaining to these essential IPRs, if any, is publicly available for ETSI members and non-members, and can be found in ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETSI in respect of ETSI standards", which is available from the ETSI Secretariat. Latest updates are available on the ETSI Web server (http://ipr.etsi.org).

Pursuant to the ETSI IPR Policy, no investigation, including IPR searches, has been carried out by ETSI. No guarantee can be given as to the existence of other IPRs not referenced in ETSI SR 000 314 (or the updates on the ETSI Web server) which are, or may be, or may become, essential to the present document.
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Foreword

This Technical Specification (TS) has been produced by ETSI Technical Committee {ETSI Technical Committee|ETSI Project|<other>} <long techbody> (<short techbody>).

Multi-part documents

The following block is required in the case of multi-part deliverables.

· the <common element of the title> is the same for all parts;

· the <part element of the title> differs from part to part; and if appropriate;

· the <sub-part element of the title> differs from sub-part to sub-part.

The paragraph identifying the current part (and sub-part, if appropriate) shall be set in bold.

See an example in the Foreword of EN 300 392-3-5 standard regrouping the different cases we may have of multi-part deliverables containing different deliverable types (e.g. TSs and ENs), parts and sub-parts and a less complex one with TS 101 376-3-22.

For more details see clause 9 of the ETSI Drafting Rules (EDRs).
The best solution for maintaining the structure of series is to have a detailed list of all parts and subparts mentioned in one of the parts (usually it is part 1).

If you choose this solution, the following text has to be mentioned in all of the other parts and sub-parts:

The present document is part <i> of a multi-part deliverable. Full details of the entire series can be found in part [x] [Bookmark_Reference].

See an example in the Foreword of the EN 302 217-2-1.
Introduction

This clause is optional. If it exists, it is always the third unnumbered clause.

Clause numbering starts hereafter.
Check http://portal.etsi.org/edithelp/Files/other/EDRs_navigator.chm clauses 5.2.3 and A.4 for help.

<PAGE BREAK>

1
Scope

The TS (ETSI Technical Specification) is the preferred deliverable when the document contains normative provisions and short time to "market", validation and maintenance are essential.

A TS may later be converted to an ES or an EN, or be used to publish the contents of a draft ES being sent for vote or a draft EN being sent for Public Enquiry or vote.

The scope shall always be clause 1 of each ETSI deliverable and shall start on a new page (more details can be found in clause 11 of the EDRs).

No text block identified. Forms of expression such as the following should be used:

The present document …
EXAMPLE:
The present document provides the necessary adaptions to the endorsed document.

The Scope shall not contain requirements.
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2
References clause

References are either specific (identified by date of publication and/or edition number or version number) or non‑specific. For specific references, only the cited version applies. For non-specific references, the latest version of the reference document (including any amendments) applies.

Referenced documents which are not found to be publicly available in the expected location might be found at http://docbox.etsi.org/Reference.

NOTE:
While any hyperlinks included in this clause were valid at the time of publication, ETSI cannot guarantee their long term validity.

2.1
Normative references

The following referenced documents are necessary for the application of the present document.
Include the following normative references:

[1]
<reference specification>.

[2]
ETS 300 406 (1995): "Methods for testing and Specification (MTS); Protocol and profile conformance testing specifications; Standardization methodology".

[3]
ISO/IEC 9646‑1: "Information technology - Open systems interconnection - Conformance testing methodology and framework - Part 1: General concepts".

[4]
ISO/IEC 9646‑7: "Information technology - Open systems interconnection - Conformance testing methodology and framework - Part 7: Implementation Conformance Statements".

3
Definitions and abbreviations
3.1
Definitions
For the purposes of the present document the terms and definitions given in <reference specification id> [1], ETS 300 406 [2], ISO/IEC 9646‑1 [3], ISO/IEC 9646‑7 [4], and the following apply:  
Implementation Conformance Statement (ICS): statement made by the supplier of an implementation or system claimed to conform to a given specification, stating which capabilities have been implemented
ICS proforma: document, in the form of a questionnaire, which when completed for an implementation or system becomes an ICS

NOTE:
Include the following definition if <reference specification type> = "protocol".

Protocol ICS (PICS): ICS for an implementation or system claimed to conform to a given protocol specification.

NOTE:
Include the following definition if <reference specification type>  "protocol".
<reference specification type> can be for example protocol, profile, profile specific, information object, API, etc.
<reference specification type> ICS: ICS for an implementation or system claimed to conform to a given <reference specification type> specification

EXAMPLE:

API ICS: ICS for an implementation or system claimed to conform to a given API specification

New abbreviations, like "PICS", should not be created for other reference specification types. For example, an ICS for an API is an API ICS and not an AICS.

3.2
Abbreviations

The abbreviations clause shall contain at least the following entries:
For the purposes of the present document, the following abbreviations apply:
ICS
Implementation Conformance Statement

IUT
Implementation Under Test

SCS
System Conformance Statement

SUT
System Under Test

and, if applicable:

PICS
Protocol ICS

In the remainder of this template, "<ICS>" should be replaced globally by

· "PICS" in case of <reference specification type> = "protocol"

· “profile ICS” in case of <reference specification type> = "profile"

·  “profile specific ICS” in case of <reference specification type> = "profile specific"

·  And accordingly for all other <reference specification types>

4
Conformance to this <ICS> proforma specification

The conformance clause is a clause which concerns the ICS proforma and completed ICS themselves and not the implementation. This clause restricts what is allowed to be an ICS proforma which conforms to this ICS proforma specification. According to ISO/IEC 9646‑7 [3], this clause shall not restrict natural language (an ICS proforma with questions translated into another language is still compliant with the ICS proforma specification), or pagination. If no special reason exists, it is not recommended to add restrictions to the following text.

The conformance clause shall contain at least (and probably only) the following text:
If it claims to conform to the present document, the actual <ICS> proforma to be filled in by a supplier shall be technically equivalent to the text of the <ICS> proforma given in annex A, and shall preserve the numbering/naming and ordering of the proforma items.

A <ICS> which conforms to the present document shall:

a)
describe an implementation which claims to conform to <reference specification>;

b)
be a conforming <ICS> proforma which has been completed in accordance with the instructions for completion given in clause X.1;

c)
include the information necessary to uniquely identify both the supplier and the implementation.
<PAGE BREAK>
Annex x
 (normative):
<ICS> proforma for <reference specification id>
Without prejudice to the provisions of the copyright clause related to the text of the present document, ETSI grants that users of the present document may freely reproduce the <ICS> proforma in this annex so that it can be used for its intended purposes, including publishing the completed <ICS> proforma.

x.1
Guidance for completing the <ICS> proforma

x.1.1
Purposes and structure

The purpose of this <ICS> proforma is to provide a mechanism whereby a supplier of an implementation of the requirements defined in ETS <reference specification id> [1] may provide information about the implementation in a standardized manner.

The <ICS> proforma is subdivided into clauses for the following categories of information:

-
guidance for completing the <ICS> proforma;

-
identification of the implementation;

-
identification of the <reference specification type>;

-
global statement of conformance;
-
<ICS> proforma tables (for example: Major capabilities, etc.);
-
<further clauses>.

Further clauses of the ICS proforma tables clause depend on the reference specification. They shall be structured in a hierarchical manner from general questions to detailed ones, beginning with the major capabilities of the implementation followed by the underlying items. For more details, refer to ISO/IEC 9646‑7 [4] clause 8.5 and ETS 300 406 [2] clause A.2.

EXAMPLE:

-
instructions for completing the PICS proforma;

-
identification of the implementation;

-
identification of the protocol;

-
global statement of conformance;

-
roles;

-
user role;

-
major capabilities;

-
PDUs;

-
type A;

-
type B;

-
PDU parameters;

-
parameters of type A PDUs;

-
parameters of type B PDUs;

-
timers;

-
negotiation capabilities;

-
protocol error handling;

-
network role;

-
major capabilities;

-
PDUs;

-
type A;

-
type B;

-
PDU parameters;

-
parameters of type A PDUs;

-
parameters of type B PDUs;

-
timers;

-
negotiation capabilities;

-
protocol error handling.

In certain cases it may be useful to add in this clause an explanation about the structure, and about the content of the different parts of the structure.

x.1.2
Abbreviations and conventions

This annex does not reflect dynamic conformance requirements but static ones. In particular, a condition for support of a PDU parameter does not reflect requirements about the syntax of the PDU (i.e. the presence of a parameter) but the capability of the implementation to support the parameter.

In the sending direction, the support of a parameter means that the implementation is able to send this parameter (but it does not mean that the implementation always sends it).

In the receiving direction, it means that the implementation supports the whole semantic of the parameter that is described in the related protocol specification.

As a consequence, PDU parameter tables in this annex are not the same as the tables describing the syntax of a PDU in the reference specification.
The <ICS> proforma contained in this annex is comprised of information in tabular form in accordance with the guidelines presented in ISO/IEC 9646‑7 [4].

Item column

The item column contains a number which identifies the item in the table.

Item description column

The item description column describes in free text each respective item (e.g. parameters, timers, etc.). It implicitly means "is <item description> supported by the implementation?".

Reference column

The reference column makes reference to <reference specification id> [1], except where explicitly stated otherwise.

Status column

The various status used in this annex are in accordance with the rules in table A.1.

Table A.1: Key to status codes
	Status code
	Status name
	Meaning

	m
	mandatory
	The capability shall be supported. It is a static view of the fact that the conformance requirements related to the capability in the reference specification are mandatory requirements. This does not mean that a given behaviour shall always be observed (this would be a dynamic view), but that it shall be observed when the implementation is placed in conditions where the conformance requirements from the reference specification compel it to do so. For instance, if the support for a parameter in a sent PDU is mandatory, it does not mean that it shall always be present, but that it shall be present according to the description of the behaviour in the reference specification (dynamic conformance requirement).

	o
	optional
	The capability may or may not be supported. It is an implementation choice.

	n/a
	not applicable
	It is impossible to use the capability. No answer in the support column is required.

	x
	Prohibited (excluded)
	There is a requirement not to use this capability in the given context

	c.<integer>
	conditional
	The requirement on the capability ("m", "o", "n/a") depends on the support of other optional or conditional items. <integer> is the identifier of the conditional expression.

	o.<integer>
	qualified optional
	For mutually exclusive or selectable options from a set. <integer> is the identifier of the group of options and the logic of selection of the options.


NOTE 1:
Optional item shall be numbered as o.ixx where i corresponds to the table number and xx represents the item number. For example see Table 3 where the second group of qualified optional items is numbered as o.302.

NOTE 2:
This item shall be numbered as i.ixx where i corresponds to the table number and xx represents the item number. For example see Table 4 where the second conditional item is marked as c.402.
Support column

The support column shall be filled in by the supplier of the implementation. The following common notations, defined in ISO/IEC 9646‑7 [4], are used for the support column:

Y or y
supported by the implementation.

N or n
not supported by the implementation.

N/A, n/a or ‑ 
no answer required (allowed only if the status is n/a, directly or after evaluation of a conditional status).

In case the ICS proforma contains tables to describe multiple-profile support in a system, the following text should be added:
If this <ICS> proforma is completed in order to describe a multiple-profile support in a system, it is necessary to be able to answer that a capability is supported for one profile and not supported for another. In that case, the supplier shall enter the unique reference to a conditional expression, preceded by "?" (e.g. ?3). This expression shall be given in the space for comments provided at the bottom of the table. It uses predicates defined in the SCS, each of which refers to a single profile and which takes the value TRUE if and only if that profile is to be used.

EXAMPLE 1:
?3:
IF prof1 THEN Y ELSE N

In case of protocol, the following text should be added:
NOTE 3:
As stated in ISO/IEC 9646‑7 [4], support for a received PDU requires the ability to parse all valid parameters of that PDU. Supporting a PDU while having no ability to parse a valid parameter is non-conformant. Support for a parameter on a PDU means that the semantics of that parameter are supported.

If the ICS proforma does not contain tables with "values allowed" columns and "values supported" columns, the two following column descriptions shall be removed.

Values allowed column

The values allowed column contains the type, the list, the range, or the length of values allowed. The following notations are used:

-
range of values:
<min value> .. <max value>


example: 
5 .. 20

-
list of values:
<value1>, <value2>, ..., <valueN>


example: 
2 ,4 ,6 ,8, 9


example:
'1101'B, '1011'B, '1111'B


example:
'0A'H, '34'H, '2F'H

-
list of named values:
<name1>(<val1>), <name2>(<val2>), ..., <nameN>(<valN>)


example:
reject(1), accept(2)

-
length:
size (<min size> .. <max size>)


example:
size (1 .. 8)

Values supported column

The values supported column shall be filled in by the supplier of the implementation. In this column, the values or the ranges of values supported by the implementation shall be indicated.

References to items

For each possible item answer (answer in the support column) within the <ICS> proforma a unique reference exists, used, for example, in the conditional expressions. It is defined as the table identifier, followed by a solidus character "/", followed by the item number in the table. If there is more than one support column in a table, the columns are discriminated by letters (a, b, etc.), respectively.
Ensure to modify the example below so that existing tables are referred to .
EXAMPLE 2:
X.1/2 is the reference to the answer of item 2 in table 1 of annex X.

EXAMPLE 3:
X.3/2b is the reference to the second answer (i.e. in the second support column) of item 2 in table 3 of annex X.

If the ICS proforma does not contain tables with Prerequisites, the following description shall be removed.
Prerequisite line 
A prerequisite line takes the form: Prerequisite: <predicate>.
x.1.3
Instructions for completing the <ICS> proforma

The supplier of the implementation shall complete the <ICS> proforma in each of the spaces provided. In particular, an explicit answer shall be entered, in each of the support or supported column boxes provided, using the notation described in clause x.1.2.

However, the tables containing in "user role" clause shall only be completed for user implementations, and the tables containing in "network role" clause shall only be completed for network implementations. 

The sentence about user and network is only here because of the example, and should be removed or modified for the actual ICS proforma.
If necessary, the supplier may provide additional comments in space at the bottom of the tables or separately.

More detailed instructions are given at the beginning of the different clauses of the <ICS> proforma.

x.2
Identification of the implementation

Identification of the Implementation Under Test (IUT) and the system in which it resides (the System Under Test (SUT)) should be filled in so as to provide as much detail as possible regarding version numbers and configuration options.

The product supplier information and client information should both be filled in if they are different.

A person who can answer queries regarding information supplied in the <ICS> should be named as the contact person.

x.2.1
Date of the statement

x.2.2
Implementation Under Test (IUT) identification

IUT name:

IUT version:

x.2.3
System Under Test (SUT) identification

SUT name:

Hardware configuration:

Operating system:

x.2.4
Product supplier

Name:

Address:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

x.2.5
Client (if different from product supplier)

Name:

Address:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

x.2.6
<ICS> contact person

(A person to contact if there are any queries concerning the content of the <ICS>)

Name:

Telephone number:

E-mail address:

Additional information:

x.3
Identification of the <reference specification type>

This <ICS> proforma applies to the following standard:

<reference specification id> (<date>): "<reference specification title>".

If the ICS proforma applies for amendments of the reference specification, this fact should be reflected here.
x.4
Global statement of conformance

Are all mandatory capabilities implemented? (Yes/No)



NOTE:
Answering "No" to this question indicates non‑conformance to the <reference specification type> specification. Non‑supported mandatory capabilities are to be identified in the <ICS>, with an explanation of why the implementation is non‑conforming, on pages attached to the <ICS> proforma.

All of the following clauses are only given as an example, and should be removed from the ICS proforma produced. It is not an actual example, and it has been created for the purposes of this ICS proforma template. Its aim is to demonstrate the use of each table type, of the different status values and the use of sequences and bookmarks. The example is semantically consistent. However, it should not be considered as a generic example. In particular, it does not present the only option for dealing with the sending/receiving cases (two different sets of tables of type 1 or 3 may be used).

NOTE:
Contrary to the first part of the template, the examples are no longer presented in italics text to facilitate their immediate usability. Only text for guidance is written in italics.
To create the actual ICS tables, follow the guidance given in clause 14 of the ICS proforma style guide, especially to copy and paste tables which contain bookmarks.

Empty table models (which contain no bookmarks) are presented at the end of this proforma template.

x.5
Roles

Table x.1: Roles

	Item
	Role
	Reference
	Status
	Support

	1
	User
	1.3
	o.1
	

	2
	Network
	1.2
	o.1
	

	o.1:
At least one of these items shall be supported.


x.6
User role

This clause contains the <ICS> proforma tables related to the user role. They need to be completed for user implementations only:
x.6.1
Major capabilities

Table x.2: Call directions

	Prerequisite: X.1/1

	Item
	Call direction
	Reference
	Status
	Support

	1
	Incoming call
	1.2, 4.6
	o.2
	

	2
	Outgoing call
	1.4, 4.7
	o.2
	

	o.2
:
It is mandatory to support at least one of these items.


x.6.2
PDUs

x.6.2.1
Type A

Table x.3: Type A PDUs

	Item
	PDU
	Sending
	Receiving

	
	
	Reference
	Status
	Support
	Reference
	Status
	Support

	1
	Connect
	1.1, 6
	c303
	
	1.1, 7
	c.301
	

	2
	ConnectAck
	3.5
	c302
	
	3.6
	c.303
	

	c.301:
IF x.2/1 THEN m ELSE n/a
-- incoming call

c.302:
IF x.2/1 THEN o ELSE n/a
-- incoming call

c.303:
IF x.2/2 THEN m ELSE n/a
-- outgoing call


x.6.2.2
Type B

Table x.4: Type B PDUs

	Item
	PDU
	Sending
	Receiving

	
	
	Reference
	Status
	Support
	Reference
	Status
	Support

	1
	Release
	1, 4
	m
	
	2.4, 6.7
	m
	

	2
	ReleaseAck
	1, 8
	m
	
	8
	m
	


x.6.3
PDU parameters

x.6.3.1
Parameters of type A PDUs

Table x.5: Connect sent parameters

	Prerequisite: x.3/1a
-- Connect sent

	Item
	Parameter
	Reference
	Status
	Support

	1
	All parameters
	4.3, 7.3.2, 9.1
	m
	


Table x.6: Connect received parameters

	Prerequisite: x.3/1b
-- Connect received

	Item
	Parameter
	Reference
	Status
	Support

	1
	All parameters
	4.3, 7.3.2, 9.1
	m
	


Table x.7: ConnectAck sent parameters

	Prerequisite: x.3/2a
-- ConnectAck sent

	Item
	Parameter
	Reference
	Status
	Support

	1
	RespNumber
	4.3, 7.3.2, 9.1
	m
	

	2
	Display
	4.3, 7.3.2, 9.1
	o
	


Table x.8: ConnectAck received parameters

	Prerequisite: x.3/2b
-- ConnectAck received

	Item
	Parameter
	Reference
	Status
	Support

	1
	RespNumber (transp)
	4.6, 9.6
	m
(see note)
	

	2
	Display (transp)
	4.6, 7.3.1
	i
	

	NOTE:
This parameter is transparent. The support of this parameter implies its transmission to the layer 4.


x.6.3.2
Parameters of type B PDUs

NOTE 1:
It is not recommended to use landscape tables. It is recommended to split the table into two parts, each dealing with one context. However, the next table is provided to demonstrate the use of a type 4 table.

Table x.9: Release parameters

	Item
	Parameter
	Sending
	Receiving

	
	
	Reference
	Status
	Support
	Values
	Reference
	Status
	Support
	Values

	
	
	
	
	
	Allowed
	Supported
	
	
	
	Allowed
	Supported

	1
	Cause
	7.1, 8.3.1, 6.3
	m
	
	Normal (1)
Reject (2)
	
	7.1, 8.3.2, 6.4
	m
	
	Normal (1)
Reject (2)
	

	2
	LifeTime
	7.2, 8.1.1
	o
	
	1 .. 8 --sec
	
	7.2, 8.1.2
	o
	
	1 .. 8  --sec
	


Because some values are mandatory whilst others are optional within the list of values for the Cause parameter sent by the user, an additional table listing all parameters with their status is provided.

Table x.10: Values of Cause parameter in Release sent

	Item
	Cause value
	Reference
	Status
	Support

	1
	Normal
	8.3
	m
	

	2
	Reject
	8.3
	o
	


Table x.11: ReleaseAck parameters

	Item
	Parameter
	Sending
	Receiving

	
	
	Reference
	Status
	Support
	Reference
	Status
	Support

	1
	Cause
	5.1, 7.8
	o
	
	5.2, 7.9
	m
	

	2
	NestedConditionalsExample
	6.9
	c.1101
	
	6.10
	c.1102
	

	c.1101:
IF x.3/4 OR (x.3/5 AND x.3/8)
-- ConnectAck OR (Release AND ReleaseAck)


THEN m


ELSE (IF x.3/6 THEN o ELSE n/a)
-- Connect

c.1102:
IF x.3/4 AND (x.3/5 AND (x.3/8 OR NOT x.3/9 OR x.3/3 OR x.3/2) OR (NOT x.3/1 AND x.3/7))


THEN m ELSE o


NOTE 2:
Item 2 and its status boxes contain no semantic. It just demonstrates how to write nested conditional expressions.

x.7
Network role

This clause contains the <ICS> proforma tables related to the network role. They need tobe completed for network implementations only:
Empty tables

type 1

Table x.12: <wording>

	Item
	<Item description>
	Reference
	Status
	Support

	1
	
	
	
	

	2
	
	
	
	

	3
	
	
	
	

	4
	
	
	
	


type 2

Table x.13: <wording>

	Item
	<Item description>
	<context1>
	<context2>

	
	
	Reference
	Status
	Support
	Reference
	Status
	Support

	1
	
	
	
	
	
	
	

	2
	
	
	
	
	
	
	

	3
	
	
	
	
	
	
	

	4
	
	
	
	
	
	
	


type 3

Table x.14: <wording>

	Item
	<Item description>
	Reference
	Status
	Support
	Values

	
	
	
	
	
	Allowed
	Supported

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	


type 4

Table x.15: <wording>

	Item
	<Item description>
	<context1>
	<context2>

	
	
	Reference
	Status
	Support
	Values
	Reference
	Status
	Support
	Values

	
	
	
	
	
	Allowed
	Supported
	
	
	
	Allowed
	Supported

	1
	
	
	
	
	
	
	
	
	
	
	

	2
	
	
	
	
	
	
	
	
	
	
	

	3
	
	
	
	
	
	
	
	
	
	
	

	4
	
	
	
	
	
	
	
	
	
	
	


Annex <X+1> (informative):
Change History

This informative annex is optional. If present, it describes the list of changes implemented in a new version of the deliverable.

Its format is tabular, it may contain the Change Request numbers and titles or textual explanations of the changes that lead to each new version number of the deliverable.
	date
	Version
	Information about changes

	October 2011 
	v1.1.1
	First publication of the TS after approval by TC SPAN at SPAN#19
(30 September - 2 October 2011; Prague)

	February 2012
	v1.2.1
	Implemented Change Requests:

SPAN(12)20_019 Error message information clarifications

SPAN(12)20_033 Revised error message information

SPAN(12)20_046 update of figure 3 clause 9.2

These CRs were approved by TC SPAN#20 (3 - 5 February 2012; Sophia)

Version 1.2.1 prepared by the Rapporteur

	July 2013
	v1.3.1
	Implemented Changes:

Correction needed because the previously approved version did not contain the last version of the ASN.1 and XML attachments.

Version 1.3.1 prepared by the Rapporteur


<PAGE BREAK>
Annex <X+2> (informative):
Bibliography

The annex entitled "Bibliography" is optional.

It shall contain a list of standards, books, articles, or other sources on a particular subject which are not mentioned in the document itself (see clause 12.2 of the EDRs http://portal.etsi.org/edithelp/Files/other/EDRs_navigator.chm).

It shall not include references mentioned in the document.

Use the Heading 8 style for the title and B1+ or Normal for the text.

· <Publication>: "<Title>".

OR

<Publication>: "<Title>".

<PAGE BREAK>
History

This clause shall be the last one in the document and list the main phases (all additional information will be removed at the publication stage).

	Document history

	<Version>
	<Date>
	<Milestone>

	
	
	

	
	
	

	
	
	

	
	
	


A few examples:

	Document history

	V1.1.1
	April 2001
	Publication

	V1.3.1
	June 2011
	Pre-Processing done before TB approval
e-mail: mailto:edithelp@etsi.org

	V2.0.0
	March 2013
	Clean-up done by editHelp!
e-mail: mailto:edithelp@etsi.org
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�Make the x a capital A and apply in all subclauses and all tables






